CORJES

Premium wood solutions

Declaration of Performance No. 001

1. Unique identification code of the product type:

Product type 1: Roof batten with a cross-section of 30x50mm, spruce S10 according DIN 4074
Product type 2: Roof batten with a cross-section of 40x60mm, spruce S10 according DIN 4074

2. Intended use:
Buildings and bridges

3. Manufacturer:

Fa. Cordes Holzindustrie GmbH
Am Lunedeich 160

27572 Bremerhaven

Germany

4. System for assessment and verification of constancy of performance:

System 2+

5. Authorized representative:
No external authorized representative

6. Harmonized product standard:
EN 14081:2005+A1:2011

7. Notified body:
No. 0672 MPA Stuttgart, Germany

8. Declared performance:

Key features Performance
Flexural and elastic modulus (flat edge) Product type 1: 10900 N/mm?2
Product type 2: 10800 N/mm?2
Bending strength (flat edge) Product type 1: 23,8 N/mm?2
Product type 2: 26,1 N/mm?2
Compressive strength For all product types: No performance determined (NPD)
Tensile strength For all product types: No performance determined (NPD)
Shear strength For all product types: No performance determined (NPD)
Fire behavior For all product types: D-s2, d0 according to the annex to Commission
Delegated Regulation (EU) 2017/1227 of 20 March 2017
Release of hazardous substances For all product types: No performance determined (NPD)
Durability against fungal attack Durability class DC4 according to EN 350-2

The performance of the product identified above is in conformity with the declared performances. The declaration of
performance is issued under the sole responsibility of the producer identified above, in accordance with Regulation
(EU) No. 305/2011.

Signed for the manufacturer and on behalf of the manufacturer by:

P Broms heven “76.01. 2%

Andreas Cordes, Managing Director Place and date of the exhibition
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