CORdES

Premium wood solutions

Declaration of Performance No. 005

1. Unique identification code of the product type:
Laminated timber made of spruce/fir, C24

2. Intended use:
Buildings and bridges

3. Manufacturer:

Cordes Holzindustrie GmbH
Am Lunedeich 160

27572 Bremerhaven
Germany

4. System for assessment and verification of constancy of performance:

System 1

5. Authorized representative:
No external authorized representative

6. Harmonized product standard:
EN 14080:2013

7. Notified body:
No. 0672 MPA Stuttgart, Germany

8. Declared performance:

Key features

[ Performance

Mechanical properties in the form of elastic modulus, bendin

compression, tensile and shear strength as:

Properties of wood and strength of the finger joint as

For all product types: Mechanical properties of strength classes EN 338
for C24

Adhesive strength as

Adhesive strength of finger joints

Adhesive strength of adhesive joints

For all product types: See mechanical properties, strength of finger
joints

For all product types: Delamination test according to EN 14080,
annex C, method B

Fire behavior as

Fire behavior class

For all product types: D-s2, d0 according to the annex to Commission
Delegated Regulation (EU) 2017/1227 of 20 March 2017

Fire resistance as

Strength class and geometric data

| As for mechanical properties

Emission of formaldehyde as

Formaldehyde emission class

| For all product types: E1

Release of other hazardous substances

Release of other hazardous substances

For all product types: No performance determined (NPD)

Durability of bond strength as

Wood type

Adhesive

For all product types: Spruce/fir

For all product types: PUR adhesive type I according to EN
Adhesive for finger joints: PUR adhesive type I according to EN
15425:2008 i 90 GP 0.3 w

PU Loctite HB S079

Adhesive for surface bonding: PUR adhesive type I according to EN
15425:2008 190 GP 0.3 w

PU Loctite HB $109

Durability against biological attack as

Laminated timber without wood preservative treatment

Durability against wood-destroying fungi according to EN 350
For all product types: Durability class DC5

Geometric data

Thickness from 80mm to 280mm
Widths from 100mm to 280mm
Lengths up to 16m
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The performance of the product identified above is in conformity with the declared performances. The declaration of
performance is issued under the sole responsibility of the producer identified above, in accordance with Regulation
(EU) No. 305/2011.

Signed for the manufacturer and on behalf of the manufacturer by:

P i bronyhaw oy A092629

Andreas Cordes, Managing Director Place and date of the exhibition
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